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materials over 80 kg/m3 (5 lb/ft3).
The LVD-800 Series bin level
monitor can be installed almost
anywhere dry bulk materials are
stored including bins, hoppers, 
silos and tanks.

OUTPUTS
Material Sense: One SPDT; 
5A @ 250 Vac, 30 Vdc max
Unit Status (Fault): One SPDT; 
5A @ 250 Vac, 30 Vdc max

Maximum Pressure: 30 psi (2 bar)
Sensitivity: 80 kg/m3 (5 lb/ft3) minimum
material density (when using large 
3-vane paddle)
Indicators: Red and green high
intensity LEDs indicate material sense
and unit status conditions (Ordinary
Location unit only)
Housing: Die cast alum, NEMA-4, IP66
Housing Finish: Powder coating
Mounting Connection: 11⁄4 NPT 
Weight: Approx. 3.9 kg (8.5 lb)

MATERIALS OF CONSTRUCTION/
ACCESSORIES

Flexible Couplings:
304 stainless steel
Mounting Plates: Carbon steel or 
304 stainless steel
All Paddles Except Ex-Flex: 304 SS
Ex-Flex Belt: 304 SS coupling, 
rubber/fabric blend belt
Flexible Cable Extension:
304SS 1⁄4" diameter

LISTINGS/APPROVALS
Ordinary Locations: CSAUS/C

Hazardous Locations: Class I, 
Div. Groups C, D; Class II, 
Div. 1 & 2, Groups E, F, G, CE Mark

SPECIFICATIONS
Power Requirements: 115 Vac
(±15%); 9 VA; 50/60 Hz; 230 Vac
(±15%); 9 VA; 50/60 Hz
Ambient Operating Temp: -40 to 65°C
(-40 to 150°F)
Internal Bin Temp*:

Standard Unit: to 121°C (250°F)
Hi-Temp Unit: to 399°C (750°F)

Conduit Connection: Two (2) 3⁄4 NPT

Feed – Ground Corn 560 kg/m3 (35 lb/ft3) Silica Sand 1520 kg/m3 (95 lb/ft3)
Rocks – Limestone Crushed Pellets – Polypropylene 
1360 to 1520 kg/m3 (85 to 95 lb/ft3) 544 to 576 kg/m3 (34 to 36 lb/ft3)
Wood Shavings 48 to 160 kg/m3 (3 to 10 lb/ft3) Coffee – Roasted Beans 352 to 480 kg/m3 (22 to 30 lb/ft3)
Rubber – Ground 400 to 800 kg/m3 (25 to 50 lb/ft3) Metals – Iron Chips 2640 kg/m3 (165 lb/ft3)
Tea Leaves 192 kg/m3 (12 lb/ft3) Coal – Lump 400 to 800 kg/m3 (25 to 50 lb/ft3)
Peanuts – Shelled 560 to 720 kg/m3 (35 to 45 lb/ft3) Malt – Ground – Dry 320 kg/m3 (20 lb/ft3)
Clays – Kaoline 320 to 960 kg/m3 (20 to 60 lb/ft3) Ash – Coal Dry 560 to 720 kg/m3 (35 to 45 lb/ft3)
Talcum Powder 736 to 992 kg/m3 (46 to 62 lb/ft3) Grain – Oats 400 to 560 kg/m3 (25 to 35 lb/ft3)
Acrylic Resin 528 kg/m3 (33 lb/ft3) Sugar – Granulated 880 kg/m3 (55 lb/ft3)
Flour – Wheat 480 to 560 kg/m3 (30 to 35 lb/ft3) Sawdust 64 to 192 kg/m3 (4 to 12 lb/ft3)
Cement Powder – Portland 
1360 to 1520 kg/m3 (85 to 95 lb/ft3)

Typical Applications include, but are not limited to (density)     See pages Z-60 to Z-70 for additional information

Installation considerations Extension and guard installation

* Influenced by mounting, material thermal conductivity and ambient temperature.
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Enclosure dimensions

LVD-800-3V LVD-800-3VL

LVD-800-EFC LVD-800-1V

LVD-800-2V LVD-800-1VT

LVD-800-4V LVD-800-1VS

Accessory (paddles sold separately)

To Order (Specify Model Number)*
FAIL SAFE Models Price Description  
LVD-803 $298 Dry level switch, 115 Vac, 11⁄4 NPT 
LVD-803-EXP 328 Dry level switch, class 1, div. 1 and 2, groups C, D; class II, div. 1 and 2, groups E, F, G
LVD-804 303 Dry level switch, 230 Vac, 11⁄4 NPT

Model No. Price Description
LVD-800-1V $23 1 Vane insertable** for low level control of avg. weight [>320 kg/m3 (20 lb/ft3)] material or low to 

high level control of heavy materials 38 mm (11⁄2") diameter 
LVD-800-3V 22 3 Vane standard for average weight [>240 kg/m3 (15 lb/ft3)] materials
LVD-800-3VL 25 3 Vane large for light weight material [>160 kg/m3 (10 lb/ft3)] 
LVD-800-1VS 25 1 Vane insertable** scimitar for light to average weight [>320 kg/m3 (20 lb/ft3)] material
LVD-800-2V 21 2 Vane for heavy materials  [>1200 kg/m3 (75 lb/ft3)] under 11⁄2" in diameter 
LVD-800-4V 25 4 Vane for use with average to heavy weight materials [>1200 kg/m3 (75 lb/ft3)] 
LVD-800-1VT 32 1 Vane triangular for light to average weight material; top down mount only for long fibrous materials
LVD-800-EFC 44 Ex-flex 3-ply 508 mm (20") belt vane for heavy materials over 51 mm (2") in diameter 

(top mount only) [>1200 kg/m3 (75 lb/ft3)]
** Insertable paddles eliminate the need for mounting plate. LVD-800-1VS is insertable through either a half or full 11⁄4" coupling, that is welded
to the bin wall. LVD-800-1V is insertable through a half 11⁄4" coupling. 

Paddles (Required)    See pages Z-60 to Z-70 for reference

MOST POPULAR MODELS HIGHLIGHTED!

* Order paddles separately.
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Model No. Price Description
LVD-800-SR $1 Spiral roll pin, 3.18 x 4.76 mm (1⁄8 x 3⁄16") SS (connects paddle to solid shaft coupling)
LVD-800-GDP 1 Grooved dowel pin, 3.18 x 15.88 mm (1⁄8 x 5⁄8") SS (connects solid shaft coupling to shaft)
LVD-800-DM115 50 Drive motor assembly for LVD803 (115 Vac, 50/60 Hz)
LVD-800-DM230 50 Drive motor assembly for LVD803 (230 Vac, 50/60 Hz)
LVD-800-DM24 58 Drive motor assembly for LVD803 (24 Vac/dc, 50/60 Hz)
LVD-800-MS 6 Micro seal
LVD-800-MMP 13 Motor mounting plate assembly
LVD-800-B 9 Bearings (2 required per unit)
LVD-800-DS 15 Stainless steel drive shaft with slip clutch and gear assembly
LVD-800-RR 1 Retaining ring (for retaining the motor mounting plate to drive shaft)
LVD-800-RS 1 Return spring assembly

Replacement Parts

LVD-800-MP(*)

LVD-800-FCE

LVD-800-SEGI/S

LVD-800-SGGI

LVD-800-FC

Model No. Price Description
LVD-800-FC $32 Flexible coupling spring flex for absorbing heavy loads, side loads and protect internal

workings which extends the life of the paddle
LVD-800-SGGI-6†† 21 †Shaft guard 11⁄4" pipe, SCH40, galvanized iron ($0.75 per additional inch)
LVD-800-SGSS-6†† 36 †Shaft guard 11⁄4" pipe, SCH40, stainless steel ($1.90 per additional inch)
LVD-800-FCE 130 Flexible cable extension, 304SS, 1.98 m (78") (can be cut in field) eliminates the need for

a mounting plate, extension guard and flexible coupling ($1.90 per additional inch)
LVD-800-SEGI-6†† 19 ††Solid shaft extension: 1⁄4" pipe, SCH40, galvanized ($0.50 per additional inch)
LVD-800-SESS-6†† 26 ††Solid shaft extension: 1⁄4" pipe, SCH40, stainless steel ($0.80 per additional inch)
LVD-800-MPHCS 20 Mounting plate with 11⁄4 NPT half coupling, carbon steel, for side mount installations
LVD-800-MPFCS 22 Mounting plate with 11⁄4 NPT full coupling, carbon steel, for top mount installations where a

shaft extension and shaft guards are required
LVD-800-MPHSS 54 Mounting plate with 11⁄4 NPT half coupling, stainless steel, for side mount installations
LVD-800-MPFSS 63 Mounting plate with 11⁄4 NPT full coupling, stainless steel, for top mount installations where

a shaft extension and shaft guards are required
LVD-800-MPA 40 Mounting plate with 11⁄4 NPT heavy duty aluminum for flat surfaces or thin walled vessels

where extra strength is required
CE-1911 175 Reference Book: Circular Storage Tanks and Silos

† Shaft guards are required for use with solid shaft extensions to limit the movement caused by side loading that would otherwise damage the
working components of the paddle unit. Shaft guards should be the same length as the extension and should always be used when the
extension meets or exceeds 460 mm (18") in length.
†† Extension and guard lengths [not to exceed 3.6 m (144") in length] 
Comes complete with operator’s manual.
For 24 Vdc or 24 Vac power add  suffix “-24V” to LVD-803 model number, and $32 to price.
For SS (top or vertical mount only) add suffix “-HT” to model number for high temp version (750°F), add $266 to price.
Ordering Examples: LVD-803-EXP, switch, 115 Vac class I, div. 1 and 2 groups C & D; class II, div. 1 and 2, groups E, F, G rated and
LVD-800-3V, 3 vane paddle for average weight (15 lb/ft3) material, $328 + 22 = $350.
LVD-803, switch, 115 Vac, and LVD-800-1V, 1 vane insertable paddle for average weight (20 lb/ft3) material, $298 + 23 = $321.

Accessories



More than 100,000 Products Available!

Calibrators, Connectors, General Test and Measurement
Instruments, Handheld Instruments for Temperature
Measurement, Ice Point References, Indicating Labels,
Crayons, Cements and Lacquers, Infrared Temperature
Measurement Instruments, Recorders, Relative Humidity
Measurement Instruments, PT100 Probes, PT100 Elements,
Temperature & Process Meters, Timers and Counters,
Temperature and Process Controllers and Power Switching
Devices, Thermistor Elements, Probes and Assemblies,
Thermocouples, Thermowells and Head and Well
Assemblies, Transmitters, Thermocouple Wire, RTD Probes

Displacement Transducers, Dynamic Measurement Force
Sensors, Instrumentation for Pressure and Strain
Measurements, Load Cells, Pressure Gauges, Pressure
Reference Section, Pressure Switches, Pressure Transducers,
Proximity Transducers, Regulators, Pressure Transmitters,
Strain Gauges, Torque Transducers, Valves

Conductivity Instrumentation, Dissolved Oxygen
Instrumentation, Environmental Instrumentation, pH
Electrodes and Instruments, Water and Soil Analysis
Instrumentation

Band Heaters, Cartridge Heaters, Circulation Heaters,
Comfort Heaters, Controllers, Meters and Switching
Devices, Flexible Heaters, General Test and Measurement
Instruments, Heater Hook-up Wire, Heating Cable
Systems, Immersion Heaters, Process Air and Duct,
Heaters, Radiant Heaters, Strip Heaters, Tubular Heaters

Air Velocity Indicators, Doppler Flowmeters, Level
Measurement, Magnetic Flowmeters, Mass Flowmeters,
Pitot Tubes, Pumps, Rotameters,Turbine and Paddle Wheel
Flowmeters, Ultrasonic Flowmeters, Valves,Variable Area
Flowmeters, Vortex Shedding Flowmeters

Communication Products and Converters, Data
Acquisition and Analysis Software, Data Loggers
Plug-in Cards, Signal Conditioners, USB, RS232, RS485,

and Parallel Port Data Acquisition Systems,
Transmitters and Receivers
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