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GAGE PATTERN SELECTION GUIDE
GENERAL PURPOSE GAGES

LINEAR—1-AXIS
See pages E-12 to E-15

Encapsulated with Ribbon Leads

SGD-1.5/120-LY11

SGD-1.5/120-LY13

SGD-2/350-LY11

SGD-2/350-LY13

SGD-2D/350-LY11

SGD-2D/350-LY13

SGD-3/350-LY11

SGD-3/350-LY13

SGD-3/120-LY11

SGD-3/120-LY13

SGD-3S/120-LY11

SGD-3S/120-LY13

SGD-4/120-LY11

SGD-4/120-LY13

SGD-5/350-LY11

SGD-5/350-LY13

SGD-6/120-LY11

SGD-6/120-LY13

SGD-7/350-LY11

SGD-7/350-LY13

SGD-7/1000-LY11

SGD-7/1000-LY13

SGD-10/120-LY11

SGD-10/120-LY13

SGD-10/350-LY11

SGD-10/350-LY13

SGD-10/1000-LY11

SGD-10/1000-LY13

SGD-13/350-LY11

SGD-13/350-LY13

SGD-13/1000-LY11

SGD-13/1000-LY13

Encapsulated with Solder Pads

SGD-1.5/120-LY41

SGD-1.5/120-LY43

SGD-2/350-LY41

SGD-2/350-LY43

SGD-2D/350-LY41

SGD-2D/350-LY43

SGD-3/350-LY41

SGD-3/350-LY43

SGD-3/120-LY41

SGD-3/120-LY43

SGD-3S/120-LY41

SGD-3S/120-LY43

SGD-4/120-LY41

SGD-4/120-LY43

SGD-5/350-LY41

SGD-5/350-LY43

SGD-6/120-LY41

SGD-6/120-LY43

SGD-7/350-LY41

SGD-7/350-LY43

SGD-7/1000-LY41

SGD-7/1000-LY43

SGD-10/120-LY41

SGD-10/120-LY43

SGD-10/350-LY41

SGD-10/350-LY43

SGD-10/1000-LY41

SGD-10/1000-LY43

SGD-13/350-LY41

SGD-13/350-LY43

SGD-13/1000-LY41

SGD-13/1000-LY43

m

S

EXTRA LONG
See page E-15

SGD-30/120-LY40

SGD-30/350-LY40

SGD-50/120-LY40

SGD-150/240-LY40

BIAXIAL—0º/90º
See pages E-17 to E-18

Encapsulated with Ribbon Leads

SGD-2/120-XY11

SGD-2/120-XY13

SGD-2/350-XY11

SGD-2/350-XY13

SGD-3/120-XY11

SGD-3/120-XY13

SGD-3/350-XY11

SGD-3/350-XY13

SGD-7/120-XY11

SGD-7/120-XY13

SGD-7/350-XY11

SGD-7/350-XY13

Encapsulated with Solder Pads

SGD-2/120-XY41

SGD-2/120-XY43

SGD-2/350-XY43

SGD-2/350-XY41

SGD-3/120-XY41

SGD-3/120-XY43

SGD-3/350-XY41

SGD-3/350-XY43

* All models shown not to scale.
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GAGE PATTERN SELECTION GUIDE

� Triaxial 0°/45°/90°
Encapsulated 
with Ribbon Leads

SGD-xxx-RY51
Temperature characteristics
matched to carbon steel

SGD-xxx-RY53
Temperature characteristics
matched to aluminum

SGD-7/120-XY41

SGD-7/120-XY43

SGD-7/350-XY41

SGD-7/350-XY43

DUAL GRID
See page E-19

Encapsulated with Ribbon Leads

SGD-2/350-DY11

SGD-2/350-DY13

SGD-2/1000-DY11

SGD-2/1000-DY13

SGD-3/350-DY11

SGD-3/350-DY13

SGD-3/1000-DY11

SGD-3/1000-DY13

SGD-7/1000-DY11

SGD-7/1000-DY13

SGD-7/350-DY11

SGD-7/350-DY13

Encapsulated with Solder Pads

SGD-2/350-DY41

SGD-2/350-DY43

SGD-2/1000-DY41

SGD-2/1000-DY43

SGD-3/350-DY41

SGD-3/350-DY43

SGD-3/1000-DY41

SGD-3/1000-DY43

SGD-7/1000-DY41

SGD-7/1000-DY43

SGD-7/350-DY41

SGD-7/350-DY43

ROSETTES
See pages E-20 to E-27

Encapsulated with Ribbon Leads

SGD-3/120-RY11

SGD-3/120-RY13

SGD-3/350-RY11

SGD-3/350-RY13

SGD-3/120-RY41 

SGD-3/120-RY43

SGD-3/350-RY41

SGD-3/350-RY43

Encapsulated with Solder Pads

SGD-3/120-RY31

SGD-3/120-RY33

SGD-3/350-RY31

SGD-3/350-RY33

SGD-3/120-RY71

SGD-3/120-RY73

SGD-3/350-RY71

SGD-3/350-RY73

CORNER ROSETTES
See page E-22

Encapsulated with Ribbon Leads

SGD-13/120-RY91

SGD-13/120-RY93

Encapsulated with Solder Pads

SGD-13/120-RY21

SGD-13/120-RY23

STRESS RELIEF
See page E-22

Encapsulated with Ribbon Leads

SGD-1.5/120-SR11

SGD-1.5/120-SR13

Encapsulated with Solder Pads

SGD-1.5/120-SR41

SGD-1.5/120-SR43

TRIAXIAL
See page E-23

Encapsulated with Ribbon Leads

SGD-2/120-RY51

SGD-2/120-RY53

SGD-2/350-RY51

SGD-2/350-RY53

SGD-3/120-RY51

SGD-3/120-RY53

SGD-3/350-RY51

SGD-3/350-RY53

SGD-7/120-RY51

SGD-7/120-RY53

SGD-7/350-RY51

SGD-7/350-RY53

Encapsulated with Solder Pads

SGD-2/120-RY61

SGD-2/120-RY63

SGD-2/350-RY61

SGD-2/350-RY63

SGD-3/120-RY61

SGD-3/120-RY63

SGD-3/350-RY61

SGD-3/350-RY63

SGD-7/120-RY61

SGD-7/120-RY63

SGD-7/350-RY61

SGD-7/350-RY63

3-ELEMENT, 45º
See page E-24

Encapsulated with Ribbon Leads

SGD-1/120-RY21

SGD-1/120-RY23

SGD-1/350-RY21

SGD-1/350-RY23

SGD-2/350-RY11

SGD-2/350-RY13

SGD-3/120-RY21

SGD-3/120-RY23

SGD-3/350-RY21

SGD-3/350-RY23

m
m

* All models shown not to scale.
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GAGE PATTERN SELECTION GUIDE
SGD-6/120-RY21

SGD-6/120-RY23

SGD-6/350-RY21

SGD-6/350-RY23

Encapsulated with Solder Pads

SGD-1/120-RY81

SGD-1/120-RY83

SGD-1/350-RY81

SGD-1/350-RY83

SGD-2/350-RY31

SGD-2/350-RY33

SGD-3/120-RY81

SGD-3/120-RY83

SGD-3/350-RY81

SGD-3/350-RY83

SGD-6/120-RY81

SGD-6/120-RY83

SGD-6/350-RY81

SGD-6/350-RY83

3-ELEMENT, 60º TRIAXIAL
See page E-25

Encapsulated with Ribbon Leads

SGD-1/120-RY621

SGD-1/120-RY623

SGD-1/350-RY621

SGD-1/350-RY623

SGD-3/120-RY621

SGD-3/120-RY623

SGD-3/350-RY621

SGD-3/350-RY623

SGD-6/120-RY621

SGD-6/120-RY623

SGD-6/350-RY621

SGD-6/350-RY623

Encapsulated with Solder Pads

SGD-1/120-RY681

SGD-1/120-RY683

SGD-1/350-RY681

SGD-1/350-RY683

SGD-3/120-RY681

SGD-3/120-RY683

SGD-3/350-RY681

SGD-3/350-RY683

SGD-6/120-RY681

SGD-6/120-RY683

SGD-6/350-RY681

SGD-6/350-RY683

2-ELEMENT, 90º BIAXIAL
See page E-26

Encapsulated with Ribbon Leads

SGD-1/120-RYB21

SGD-1/120-RYB23

SGD-1/350-RYB21

SGD-1/350-RYB23

SGD-3/120-RYB21

SGD-3/120-RYB23

SGD-3/350-RYB21

SGD-3/350-RYB23

SGD-6/120-RYB21

SGD-6/120-RYB23

SGD-6/350-RYB21

SGD-6/350-RYB23

Encapsulated with Solder Pads

SGD-1/120-RYB81

SGD-1/120-RYB83

SGD-1/350-RYB81

SGD-1/350-RYB83

SGD-3/120-RYB81

SGD-3/120-RYB83

SGD-3/350-RYB81

SGD-3/350-RYB83

SGD-6/120-RYB81

SGD-6/120-RYB83

SGD-6/350-RYB81

SGD-6/350-RYB83

3-ELEMENT, 45º/90º TRIAXIAL
See page E-25

Encapsulated with Ribbon Leads

SGD-1/120-RYT21

SGD-1/120-RYT23

SGD-1/350-RYT21

SGD-1/350-RYT23

SGD-3/120-RYT21

SGD-3/120-RYT23

SGD-3/350-RYT21

SGD-3/350-RYT23

SGD-6/120-RYT21

SGD-6/120-RYT23

SGD-6/350-RYT21

SGD-6/350-RYT23

Encapsulated with Solder Pads

SGD-1/120-RYT81

SGD-1/120-RYT83

SGD-1/350-RYT81

SGD-1/350-RYT83

SGD-3/120-RYT81

SGD-3/120-RYT83

SGD-3/350-RYT81

SGD-3/350-RYT83

SGD-6/120-RYT81

SGD-6/120-RYT83

SGD-6/350-RYT81

SGD-6/350-RYT83

* All models shown not to scale.
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KFG-xxx-C1-11L3M3R
� Encapsulated with 3  Lead Wires, 

3 m (9') Long, Attached

KFG-xxx-C1-11L1M2R
� Encapsulated with 2 Lead Wires, 

1 m (3') Long, Attached
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Enlarged 4 Times
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Dia. "C"

b

a

Dia. "C"

KFG-xxx-D16-11L1M2S
� Encapsulated with 2 Lead Wires

KFG-xxx-D16-11L3M3S
� Encapsulated with 3 Lead Wires

KFG-xxx-D17-11L1M2S
� 0°/45°/90° Encapsulated 

with 2 Lead Wires 
1 m (3') Long , Attached

KFG-xxx-D17-11L3M3S
� 0°/45°/90° Encapsulated 

with 3 Lead Wires 
3 m (9') Long , Attached

Temperature characteristics matched to steel.
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Enlarged 4 Times

Shown actual size.

STRAIN GAGE SELECTION PREVIEW 
PRE-WIRED




